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Features:

Compact and light weight design

5.7 inches foldable LCD screen with backlights

Simultaneous numeric and graphic display of FHR, TOCO and FM
13-wafer probe ensures more accurate FHR detection

Twins monitoring function as optional

Signal intensity indication for guiding proper position of FHR probe
Large backup memory for data storage

Durable built-in thermal recorder

Rechargeable Li-ion battery for more than 2 hours of continuous work
Central monitoring system solution available
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High-resolution AN Foldable Screen Trolley (optional)
Thermal Printer 0-90 Degrees
o
FHR Measurement Print
Measuring method: Ultrasound Doppler Thermal paper: 112mm»=100mmx=160P fan-fold paper
Measuring range: 50-240bpm Paper skip speed: 1, 2, 3 cm/min
Measuring error: ££1bpm
Intensity of output beam: < 5mW / cm* Power supply
Ultrasound Working Frequency: AC:100-240V, 50/60Hz +3Hz, 40VA
2.0MHz, 1.5MHz ( for twins ) DC: 14.4V 2000mAh rechargeable Li-ion battery,

continuous working=2 hrs
TOCO Measurement
Measuring method: Exterior measuring method
Measuring range: 0-100 unit Dimension: 313mmx251Tmmx34mm (L xWx H)
Non-linear error: <x10% Net Weight: 2.8 kg
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